tinchide Oistrict Spectal Provision _

Use GUARDRAN. AGGREGATE EROSION CONTROL ot guardroll Instoltations where grodes are less than 1% tnclude District Speclal Provision

inciude Stote Standords 03001, 609006 or 10001 iT opplicable.
Inciude the following District Cadd Stondords as needed:

Stope Draoins for Exposed Pipes; Slope Drains for Buried Pipes: Seepage Collors for Burled Pipes:

Consider uning a "B” curb poy item ot guardrall instaollotions where grodes ore equal 1o or greoter than 1% and at inlets,

Seaepage Collars for Exposed Pipes; Concrete Thrust Blocks ond Pipe Eibow.

DESIGNER NOTES:

481200}
Cuor dral minimum
15
\ GENERAL NOTES: GUARDRAIL AGGREGATE ERQSION CONTROL
~
1. This work shali consist of graoding gs nseded, furnishing ond instaliing geotextiie
fabric and staples, and furnishing, placing and shoping crushed cggregate ground
and behind Steel Plate Beom Guordroell posts In gecordance with Plan Details,
2. Before plogcing the cggregote and the Geotextile Fabric, weeds ond gross
shaill be removed from the oreg to be covered,.
3. After the oreg has been prepared, and in g dry condition, the Geotextile
fabric shall be placed with g 12(300) minimum overiap. A knife cut for
_ guardraqil post Installation is necessary,
(o]
(=3 ————8
= 4 2c 4, The aggregate shall be deposited, compocted ond shoped by either mechanical
or hond methods, In g manner regsonably true +o line and grade,

Bituminous Shouider

5. The Contractor shall hove the option of placing the guardroil before or
after the Geotextlle Fabric and Aggregate are in place. [T the guardrall is

Thickress- piaced after the (eotextile Fgbric and Aggregote, then any volds must be
“See plans 1100 filed ond the cggregate returned to line and grade,
Geotexths Fabric
Type B or M {stapied) 6. Matericls shall meet the following reguirements:
Curt ond Gutter
Guardroll Aggregate A. The crushed aggregate shalt be CAl gradation in accordance with
Erosion Controf Article 1004.01(¢) of the Standard Specifications.
- T B. The Geotextile Fabric shall be nonwoven fabric in accordance with
TYPICAL SECTION WITH EROSION CONTROL CURB Article 1080.02 of the Stondard Specifications.
Guardralt
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{ mirimum minimum ‘ FI) Edge of Povemen‘r—\\

Shouider

Edge of Shoulder .

V [__Thickness~ { \
See plons Geotextile Fabric
{stapled)

Guardrali Aggragoete
Erosion Control

Lz Guardrall Aggregate Erosion Control

e S N

TYPICAL SECTION WITHOUT EROSION CONTROL CURB

All dimensions ore In Inches {milimeters)
uniess otherwlse noted.

5. Include District Speclal Provision -“Aggregate Quality” for projects locoted in the Western Area of the District - approx, dividing line is L 97,

2.
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